
INDICATION REASON

high wastewater 
inflow

reduce the inflow 
of wastewater

acoustic/light 
signalization ON

emergency level 
float switch in 
upper possition

direct overfall of 
the sand filter to 
the outlet of wwtp

malfunction of the 
sand filter; overfall 
directed to the 
equalizing tank

check the function 
of treated water air 
lift pump and sand 
filter level float 
switch

clean the protector 
of treated water air 
lift pump

clean the sand 
filter

clogged openings 
in the primary filter

take out and clean 
the primary filter

clogged raw 
wastewater air lift 
pump

take out and clean

malfunction of the 
raw wastewater air 
lift pump

wrong adjusting of 
the timer

switch off the timer 
or make re-
adjusting

blower breakdown repair/replace the 
blower

TOPAS 005 - 015 (sand filter) - possible failures and way of corrections

FAULT SOURCE WAY OF CORRECTION



insufficient air 
supply

screw off and 
clean air nozzles 
on the air lift pump

switching between 
the wwtp´s modes 
is not carried out

permanent 
wastewater inflow

reduce the 
wastewater inflow 

sludge on the 
surface of 
settling tank

occurence of 
biological foam

character of 
wastewater

insufficient air 
supply

screw off and 
clean air nozzles 
on the air lift pump

malfunction of air 
lift pump for 
decantation 
surface floating dirt 
in the settling tank

malfunction of 
settling tank 
aeration

clean the air 
nozzle installed on 
the settling tank 
aeration

the air lift pump is 
blocked with 
sludge

clean the air lift 
pump

clogged air lift 
pump

take out and clean 
the air lift pump

malfunction of the 
settling tank air lift 
pump

clogged air supply 
pipe

clean the air 
nozzle installed on 
the air lift pump

high sludge 
concentration

check by taking a 
sample of 
activation mixture

exhaust sludge 
from sludge 
storage tank



green light on the 
house electric 
control box is 
OFF

power failure
float switch / 
blower failure

circuit breaker 
OFF

short circuit in 
electric installation

damaged power 
lead


